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IN THE CLAIMS 

Please amend the claims as follows: 

1 . (Currently Amended) Method, comprising: 

obtaining at least one property p roperties r elated to at least one of a number of different 
types of data connections accessible from a mobile terminal device, wherein said at least one 
data connection can be used by at least one software application of said mobile terminal device; 
and 

adapting in said mobile terminal device said at least one software application by 
configuring it in one of pre-configured configurations a conn e ctivity configuration of said at 
l e ast one softwar e application of said mobile terminal d e vice i n accordance with said obtained at 
least one property p rop e rties of one of said at least one of a number of different types of data 
connections accessible from said mobile terminal device, wherein said pre-configured 
connectivity configuration relates to a use of said at least one data connection by said software 
appHcation. 

2. (Currently Amended) Method according to claim 1 , wherein an th e only available 
property comprises the identification of said data connection. 

3. (Previously Presented) Method according to claim 1 , wherein said properties are 
obtained when a specific data connection is selected. 

4. (Previously Presented) Method according to claim 1, wherein said at least one accessible 
data connection is a potentially accessible data connection. 

5. (Previously Presented) Method according to claim 1, fiirther comprising determining 
actually accessible data connections, and wherein said properties are obtained during said 
determination. 
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6. (Currently Amended) Method according to claim 1 , further comprising determining 
active software applications, and adapting conn e otivitv p re-configured configurations of said 
determined active software applications. 

7. (Previously Presented) Method according to claim 1, fiirther comprising starting said 
software application on a mobile terminal device prior to obtaining said properties. 

8. (Previously Presented) Method according to claim 1 , fiirther comprising detecting a data 
transfer to be performed by said software application, prior to obtaining said properties. 

9. (Previously Presented) Method according to claim 1, fiirther comprising selecting an 
appropriate data connection. 

1041. (CANCELED) 

12. (Currently Amended) A computer readable storage medium having a stored emb e dded 
with-a-computer program, comprising programming code for: 

obtaining at least one propertv p rop e rti e s r elated to at least one of a number of different 
types of data connections accessible fi-om a mobile terminal device, wherein said at least one 
data connection can be used by at least one software application of said mobile terminal device; 
and 

adapting in said mobile terminal device said at least one software application by 
configgiring it in one of pre-configured configurations a conn e ctivity configuration of said at 
least one softwar e application of said mobile terminal d e vic e in accordance with said at least one 
obtained propertv p rop e rties of one of said at least one of a number of different types of data 
connections accessible firom said mobile terminal device, wherein said conn e ctivity pre- 
configured configuration relates to a use of said at least one data connection by said software 
application. 
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13. (Currently Amended) Apparatus, comprising: 

means for accessing at least one data connection of a mmiber of different types of data 
connections; 

means for running at least one software application, wherein said at least one data 
connection con b e us e d is usable by said at least one software application; 

means for obtaining at least one property p rop e rti e s r elated to said at least one data 
connection; 

means for storing pre-configured configurations of said at least one software application 
for said at least one accessible data connection, and 

means for adapting in a mobile terminal device said at least one software application by 
configuring it in one of pre-configured configurations a connoctivity configuration of said at 
l e ast on e software application according to said at least one obtained property p rop e rties of one 
of said at least one data connection, wherein said conn e ctivity p re-configured c onfiguration 
relates to a use of said at least one data connection by said at least one software application. 

14. (Previously Presented) Apparatus according to claim 13, fiirther comprising means for 
selecting one of said at least one accessible data connections. 

15-20. (CANCELED) 

21 . (Currently Amended) Apparatus, comprising: 

a data exchanger configured to access at least one data connection of a number of 
different types of data connections; 

a data processor configured to run at least one software application, wherein said at least 
one data connection is usable can b e us e d b v said at least one software application; 

an obtainer configured to obtain properties related to said at least one data connection; 

a storer configured to store pre-configured configurations of said at least one software 
a pplication for said at least one accessible data connection, and 

an adapter configured to adapt in a mobile terminal device a conn e ctivity configuration of 
at least one software application running on said data processor bv configuring it in one of pre- 
configured configurations, according to said obtained at least one property p roperties of one of 
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said at least one data connection, wherein said connootivitv p re-configured configuration relates 
to a use of said at least one data connection by said at least one software application. 

22. (Previously Presented) Apparatus according to claim 21, further comprising a selector 
configured to select one of said at least one accessible data connections. 

23-25. (CANCELED) 

26. (New) Method according to claim 1, wherein: 

said adaption is executed if said appHcation requires to transfer data. 

27. (New) Method according to claim 1 , fiirther comprising: 

adapting said at least one software application by configuring it in one of a number of 
pre-configured configurations device in accordance with an actual battery condition of said 
mobile terminal device. 

28. (New) Apparatus according to claim 13, further comprising means for adapting said at 
least one software application, if said at least one software application requires transferring data. 

29. (New) Apparatus according to claim 13, further comprising means for adapting said at 
least one software application by configuring it in one of a number of pre-configured 
configurations device in accordance with an actual battery condition of said mobile terminal 
device. 

30. (New) Apparatus according to claim 21, wherein said data processor is configured to 
execute said adaption if a data transfer is actually required by said application. 

3 1 . (New) Apparatus according to claim 2 1 , wherein said data processor is configured for 
adapting said at least one software application by configuring it in one of a number of pre- 
configured configurations device in accordance with an actual battery condition of said mobile 
terminal device. 
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